




Even though the developments diminish the world 
real problem that humanity can not overcome is 
the physical size of the world.

Intercontinental trade is improved with the 
developments in communication. By making the 
import of lower-cost raw materials, they made 
incredible jumps. This started the “speed age”.
“TIME IS CASH” period has begun. Previously three 
months, six months, one year development plans 
were made and offers for the projects were given 
according to these deadlines. However, today, none 
of the companies are able to estimate even three 
months later. Economic crises become global. The 
stock is an unbearable cost today. And delivery time 
is head of everything.

Under the light of these developments once more we 
remember the geopolitical position and importance of 
Turkey. Turkey is the one who controls the international 
logistics traffic between AVRUPA and ASIA. It is the only 
country in history that has the experience of hosting the 
world trade like SILK ROAD. 

AVRASYA Stainless Steel is established, with foreseeing all 
these issues, in order to provide practical, effective, high 
quality and fast solutions and mobilize the dynamics and 
Potentials of Turkey accordingly.

OUR VISION

By evaluating Turkey’s geographical position, the 
human resources and knowledge, become the 
world’s leading brand preference in supplying the 
stainless steel.

Dünyayı, iletişimdeki gelişmeler ne kadar küçültse de, 
insanoğlunun üstesinden gelemeyeceği asıl sorun

dünyanın fiziki büyüklüğüdür.

İletişimdeki gelişmelerle kıtalararası ticaret 
geliştirildi. Daha düşük maliyetli hammadde 

ithalatlarını yaparak ekonomik olarak 
inanılmaz sıçramalar yaptı. Bu, hız devrini 

başlattı. Artık VAKİT NAKİTTİR devri başladı. 
Önceleri üç aylık, altı aylık, bir yıllık kalkınma 
planları yaparken; projelere bu sürelere göre 
teklif verilirken; artık değil bir yıl-altı ay, üç ay 
sonrasını göremez oldu işletmeler. Ekonomik 

krizler küreselleşti. Stok kesinlikle altından 
kalkılamaz bir maliyet oldu. Ve artık teslim 

süresi her şeyin önüne geçti.

İşte tamda bu gelişmelerin ışığında Türkiye’nin 
jeopolitik konumu ve önemi bir kez daha 

anlaşıldı. AVRupa ve ASYA’yı birleştiren uluslar 
arası lojistik trafiğine yön veren yegâne ülke. 

Tarihte de İPEK YOLU gibi dünya ticaretine ev 
sahipliliği yapma tecrübesine sahip tek ülke.

İşte AVRASYA Paslanmaz Çelik, bütün bunları 
öngörerek; pratik, etkili, kaliteli ve hızlı çözüm 

sunmak; Türkiye’nin potansiyelini, dinamiklerini 
harekete geçirmek üzere kuruldu.

VİZYONUMUZ

Türkiye’nin coğrafi konumunu, insan kaynağını 
ve bilgi birikimini değerlendirerek, paslanmaz 

çelik tedariki konusunda, dünyanın tercih ettiği 
öncü bir marka olmak.



PLAKA | SHEETS | PLATES

Produkte Werkstoffe

SOĞUK SAC
Cold-Rolled Sheet

1.4016 - 1.4512 - 1.4509 
- 1.4301 - 1.4541 - 1.4571 
- 1.4404

YÜZEY
Finishes

2B (IIIc) - 2R (IIId) - 
geschliffen -  gebürstet 
- foliert

BOYUTLAR
Dimensions

0,30 x 1.000 x 2.000 -
8,00 x 1.500 x 3.000 mm

SICAK SAC
Hot-Rolled Sheet 1.4301 - 1.4541 - 1.4571

YÜZEY
Finishes 1D (IIa)

BOYUTLAR
Dimensions

2,00 x 1.000 x 2.000 - 
30,00 x 1.500 x 3.000 mm

ISIYA DAYANIKLI 
LEVHALAR
Heat-Resistant Sheet

1.4828 - 1.4841 - 1.4878

YÜZEY
Finishes

2B (IIIc) - 2C (IIIs) - 1D 
(IIa) - 1C (Ic)

BOYUTLAR
Dimensions

1,00 x 1.000 x 2.000 - 
8,00 x 1.500 x 3.000 mm

RULO | COIL

Processing

BOYUTLAR
Dimensions

max. width 600 - 2,000 mm

max. length 800 - 12,000 mm

Material thickness 0.40 - 10,.00 mm

2,00 x 1.000 x 2.000 - 
30,00 x 1.500 x 3.000 mm



Avrasya Paslanmaz olarak minimum 
dış çap Ø 20 mm’den itibaren boru 
çapına göre maximum 60 mm et 
kalınlığı ve 3.000 mm boya kadar yerli 
imalat, paslanmaz dikişli boruları farklı 
kalitelerde ve ebatlarda bünyemizde 
sizlerin talepleri doğrultusunda 
üretmekteyiz.

As, Avrasya Paslanmaz, we produce 
walled thickness from min ext.dia Ø 
20 mm to max 60 mm according to 
pipe diameter and to 3000 mm length 
local produced welded pipes which 
can be different qualities and sizes in 
accordance with your request.

ÖZEL
İMALAT

CUSTOM 
MANUFACTORING

İTHAL KALİTELER
| IMPORT GRADES

GRADE WERKSTOFF
NUMBER

ASME
ASTM

UNS
NUMBER

200/201 2.4066
2.4068

SB162 NO2200
NO2201

400 2.4366 SB127 NO4400

600 2.4816 SB168 NO6600

601 2.4851 B168 NO6601

625 2.4856 SB443 NO6625

800H 1.4958
1.4876 SB409 NO8810

825 2.4858 SB424 NO8825

1.4864 1.4864

C22 2.4602 SB575 NO6022

C276 2.4819 SB575 N10276

C4 2.4610 SB575 NO6455

59 2.4605 SB575 NO6059

602CA 2.4633 B168 NO6025

1925 1.4529 B625 NO8926



ÇUBUKLAR | BRIGHT BARS

  DIN EN DIN EN DIN EN DIN EN DIN EN DIN EN İKİZKENAR
  10278 h9 10278 h8 10278 h6 10278 10278 10278 (EŞİT)

         SOSCELES

1.4021 420 4-100

1.4034 420 5-60

1.4057 431 5-100    11-41

1.4104 440B 4-60

1.4122  5-80

1.4301** 304 2-100 10-30 10-50 4-100 7-65 8x4 - 160x10 10x10x2-
        60q60x6

1.4301** 304 8-90    19-41

1.4305** 303 2-95 10-30 5-100 5-60 10x5 - 100x20

1.4305** 303 6-90

1.4307** 304L 2-100 10-50 4-100 7-65 8x4-160x10  10x10x2-
        60x60x6

1.4401** 316 4-100   10-60 7-60 15x3- 10x10x2-
       160x10 60x60x6

1.4401** 316 4-100   10-60 7-60 15x3-
       100x20

1.4404** 316L 8-60 

1.4418**  12-22

1.4435** 316L 4-90    13-46

1.4435** 316L 4-65

1.4541** 321 3-100    10-65

1.4542** 630 10-25,4

1.4571** 316Ti 2-100   4-100 6-70 10x3-
       120x10

1.4571** 316Ti 8-60    14-55 

1.4301 304     GRİP 240 veya 320  20x3 - 120x15

1.4404 316L     GRİP 240 veya 320  20x3 - 120x15

SICAK ŞEKİLLENDİRİLMİŞ - PASLANMAZ
HOT FORMED - STAINLESS STEEL

W.-Nr. AISI/UNS

  120x1

Ti 8-60  14-55

  GRİP 240 veya 320 

L  GRİP 240 veya 320 



W.-Nr. AISI DIN EN 
1006X

DIN EN 
10059

DIN EN 
10061

DIN EN 
10058

Slit 
from 

plate or 
strip

EQUAL UNEQUAL T and TB

1.4006* 410 30-250

1.4021* 420 20-500

1.4028* 420F 20-300

1.4034* 420 30-325

1.4057* 431 20-500 40-125 30x20-
80x20

1.4104* 430F 40-400 80

1.4112* 440B 20-400

1.4122* 18-525

1.4301** 304 20-575 15-150 70-85 10x4 - 
200x40

10x3 - 
300x12

15x15x2- 
180x180x20

20x10x3- 
200x100x12

T 20 -
T 120 
TB 30 -
TB 60

IPE 80-
300 
IPB 100-
200

U 20-
U 200

1.4301** 304 40-122

1.4305** 303 35-500 40-150

1.4305** 303 45-125

1.4306** 304L 35-160

1.4307** 304L 20-575 15-150 70-85 10x4 - 
200x40

10x3 -
300x12

15x15x2- 
180x180x20

20x10x3- 
200x100x12

T 20 -
T 120
TB 30 - 
TB 60

IPE 80-
300 IPB 
100-200

U 20-
U 200

1.4313** CA6-NM 20-500

1.4401** 316 20-550 15-150 20x5 - 
150x50

20x3 -
150x10

20x20x3- 
100x100x10

1.4404** 316L 20-550 15-150

1.4404** 316L 30-120

1.4418** 25-160

1.4435** 316L 30-400 10-80

1.4435** 316L 30-125

1.4541** 321 20-525 25-150 20x5 - 
150x50

20x3 -
150x10

20x20x3-
100x100x10

1.4542** 630 32-300

1.4571** 316Ti 20-625 15-200 70-90 20x5- 
150x30

15x3- 
110x12

20x20x3- 
100x100x10

30x15x3- 
200x100x13

T 25
T 120
TB 35

IPE 80-
180
IPB 100-
200

U 30-
U 200

1.4571** 316Ti 45-125

1.4006* 410 30-250

1.4021* 420 20-550000

1.4028* 420F0F 20-330000

1.40344** 420 30-325

1.404057* 431 20-500 40-1255 3030x2x20-0
800x2x200

1..41104* 430F 40-400 80

1.414112122* 440B 20-400

1.1.4141222** 18-525

1.1.43430101** 303044 2020-5-5755 15-150 70-85 10x4 - 
200x40

1010xx3x3 - 
30300x0x1212

1515x1x15x5x2-2- 
18180x0x18180x0x2020

2020x1x 0xx3-3- 
20200x0x10100x0x1212

T 20 -
T 120 0
TB 330 -
TB 60

IPE 80-
300 
IPB 10100-0
20000

U 200--
U 20200

1.1.43430101**** 303 44 400--12222

1..43430505**** 303 3 35355--500 40-150

1.1.43430505** 30033 4545-112525

1.1.4344 06** 303304L4LL 35-160

1.1.434307** 304L 20-575 15-150 70-8855 1010x4x4 -- 
20200x0x4040

1010x3x3 --
30300x0x1212

1515x1x15x5x22- 
18180x0x18180x0x200

20x10xx33- 
200xx10100x12

T 20 -
T 120
TB 30 --
TB 6600

IIPE 80-
300 IPB 
100-200

U 20-
U 200

1.43313** CACC 6-NM 20-500

1.444401** 31666 20-550 15-150 2020x5x5 -- 
15150x0x5050

2020x3x3 --
15150x0x1010

2020x20x0x3-3- 
1000x0x10100x10

1.4404** 316L 202 -550 155-150

1..4444040 ** 316L 300-120

1.44188** 25-11600

1.1 444353 *** 31316L6L 30-44000 10-80

1.1.4444353 *** 31316L6L 300--125

1.1 45454141**** 323211 200 5-52525 25-11505 20x55 -- 
15150x0xx5050

2020x3x3 --
15150x0x1010

200x20x3-
1000x0x100x100

1.4454242** 630 32-300

1.454 71** 316Ti 20-625 15-200 70-90 200x5x5-
155150x0x3030

1515x3x3-
11110x0x1212

2020x2x20x0x3-3- 
10100x0x10100x0x1010

3030xx15x5x33- 
20200x0x10100x13

T 25
T 120
TB 35

IPE 80-
180
IPB 100-
200

U 300--
U 20200

1.4571** 316Ti 45-125
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PASLANMAZ ÇELİK BORULAR | STAINLESS STEEL PIPES

PASLANMAZ ÇELİK BORULAR 
| STAINLESS STEEL PIPES 

PASLANMAZ ÇELİK BORU / PROFİL 
| STAINLESS STEEL PIPE / PROFILE

YÜKSEK KOROZYANA DAYANIKLI | HIGH CORROSION RESISTANT

ISIYA DAYANIKLI | HEAT RESISTANT

W.-Nr. AISI DİKİŞSİZ WELDLESS DİKİŞLİ WELDED

1.4301 / 1.4307 304 / 304L 4 x 1,0 - 323,9 x 12,70 6 x 10 - 609,6 x 9,53
1.4401 / 1.4404 316 / 316L 6 x 0,5 - 405,4 x 9,52
1.4404 316L  6 x 0,6 - 609,8 x 6,35
1.4541 321 6 x 1,0 - 219 x 12,70 6 x 10 - 323,9 x 4,00
1.4571 316Ti 4 x 1,0 - 323,9 x 12,70 6 x 1,0 - 609,6 x 4,00

W.-Nr.* AISI DİKİŞSİZ WELDLESS DİKİŞLİ WELDED

1.4462 S31803 13,70 x 2,24 - 219,1 x 8,18
1.4410 S32750 21,30 x 2,77 - 168,3 x 7,11
1.4501 S32760 21,30 x 2,77 - 168,3 x 7,11
1.4658 S32707 21,30 x 2,77 - 168,3 x 7,11
1.4362 S32304 6,35 x 0,89 - 219,1 x 12,70 75,3 x 3 - 355,6 x 4

W.-Nr. AISI DİKİŞLİ WELDED DİKİŞLİ WELDED

1.4301 304 10,0 x 1,0 - 168,3 x 3 10 x 10 x 1,0 - 250 x 150 x 5
Polisajlı /Satinel   15 x 15 x 1,5 - 120 x 60 x 3

1.4404 316L 10 x 1,0 - 68,5 x 5 15 x 15 x 1,5 - 250 x 150 x 5
Polisajlı /Satinel

1.4571 316L  15 x 15 x 1,5 - 200 x 200 x 5

1.4571 316Ti 33,7 x 2,0 - 48,3 x 2
Polisajlı

W.-Nr. AISI DİKİŞSİZ WELDLESS

1.4841 314 6 x 1 - 168,3 x 4,5
1.4845 310 6 x 1 - 168,3 x 4,5
1.4878 3210H 6 x 1 - 168,3 x 4,5
1.4874 800 6 x 1 - 168,3 x 4,5
1.4948 304H 6 x 1 - 168,3 x 4,5



W.-Nr. AISI/UNS

KALIN ETLİ 
BORULAR
| THICK WALLED PIPE
PASLANMAZ | STAINLESS

W.-Nr. AISI 

1.4301 / 1.4307 304 / 304L 32 x 16 - 420 x 300
1.4401 / 1.4404 316 / 316L 32 x 16 - 420 x 300
1.4541 321 32 x 16 - 250 x 200
1.4571 316Ti 32 x 16 - 250 x 200

YÜKSEK KOROZYONA DAYANIKLI
HIGH CORROSION RESISTANT

W.-Nr. UNS 

1.4462 S31803 50 x 25 - 250 x 200
Duplex

SU HATTI 
BORULARI
| WATER PIPES

HİDROLİK BORULARI 
| HYDRAULIC PIPES

PASLANMAZ | STAINLESS

W.-Nr. AISI DİKİŞSİZ WELDLESS

1.4301 / 1.4307 304 / 304L 18 x 1 - 219,1 x 2
1.4571 316Ti 18 x 1 - 219,1 x 2

YÜKSEK KOROZYONA DAYANIKLI
HIGH CORROSION RESISTANT

W.-Nr. UNS DİKİŞSİZ WELDLESS

1.4301 / 1.4307 304 / 304L 6 x 1 - 42 x 2
1.4571 316Ti 6 x 1 - 28 x 2

BORU BAĞLANTI PARÇALARI | FITTINGS
DİRSEKLER | BENDS

REDÜKSİYONLAR KONSANTRİK | REDUCTIONS CONCENTRIC

W.-Nr. AISI/UNS
  DİKİŞSİZ DİKİŞLİ DİKİŞSİZ DİKİŞLİ DİKİŞLİ
  EN 10253-4 EN 10253-4 EN 10253-4 EN 10253-4 EN 10253-4
  WELDLESS WELDED WELDLESS WELDED WELDED

1.4301 304

1.4435 316L 15,00 x 1,50
  17,20 x 2,30

1.4462 UNS 21,34 x 2,11  219,10 x 2,11 -
Duplex S31803 219,10 X 8,18  219,10 x 8,18

1.4539 UNS 21,34 x 2,11 - 76,10 x 3,00 - 21,34 x 2,11 -
 N08904 114,30 x 8,56 323,90 x 4,00 219,10 x 8,18

1.4541 321  17,20 x 1,60 -  21,30 x 2,00 -
   406,40 x 3,00  219,10 x 3,00

1.4571 316Ti 12,00 x 1,50 - 17,20 x 1,60 - 17,20 x 2,30 - 21,30 x 2,00 - 33,7 x 2,00 / 26,9 x 1,6 -
  168,30 x 4,50 508,00 x 4,00 114,30 x 3,60 219,10 x 3,00 60,3 x 2,0 / 33,7 x 2,0

  DİKİŞSİZ DİKİŞLİ KÖRTAPA
  EN 10253-4 EN 10253-4 DIN 10253-4
  WELDLESS WELDED STOPPER

1.4481 UNS 26,67 x 2,87 / 21,34 x 2,11 -
Duplex S31803 219,10 x 8,18 / 168,3 x 7,11

1.4439 UNS 26,67 x 2,11 / 21,34 x 2,11 -
 N08904 219,10 x 8,18 / 168,3 x 711

1.4541 321 26,90 x 1,60 / 21,30 x 1,60 -
  168,30 x 2,60 / 60,30 x 2,00

1.4571 316Ti 21,30 x 2,00 / 17,20 x 1,80 - 21,30 x 2,00 / 17,20 x 1,80 - 21,30 x 2,00
  219,10 x 2,90 / 114,3 x 2,60 323,90 x 3,00 / 273,0 x 3,00 323,90 x 3,00



Honlama, kontrollü bir yol boyunca aşındırıcı taş kullanarak, 
metal iş parçası üzerinde hassas yüzey üretmeyi sağlayan, 
aşındırma ile talaş kaldırma işlemidir. Genellikle hidrolik silindir 
kovanlarının imalinden sonra, iç yüzeylerinin sızdırmazlık 
elemanlarının çalışmasına uygun hale getirilmesi için yapılır. 
Honlama ile taşlama işlemine göre daha iyi yüzey kalitesi 
elde edilir. Honlama işlemi ile Ra = 0.05 – 0.20 μm pürüzlülük 
değerlerine ulaşılabilir. Tornalama işlemi sonrası istenilen yüzey 
kalitesine ulaşmak için honlama yapmaktayız. Honlanacak çapta 
genellikle 0.30 – 0.40 mm pay bırakılır, kalan bu pay honlama 
işlemi ile ölçüye getirilir ve istenilen yüzey kalitesi elde edilmiş 
olur. 6 adet honlama tezgahımız ile ø40 mm – ø750 mm arası, 
5000 mm boya kadar honlama yapabilmekteyiz.

The hone process was developed to allow 
for perfection of bore geometry, size control, 
final surface finish and surface structuring. 
The honing process provides the final sizing 
and creates the desired finish pattern on the 
interior of tubing or cylinder bores. Finishing 
is accomplished by expanding abrasive 
stones of suitable grit and grade against the 
work surface. The stones are rotated and 
reciprocated in the part with hone abrasive 
under controlled pressure. Combining rotation 
and reciprocation produces a cross-hatch 
pattern in the surface of the part being honed.

HONLAMA
| HONING



BORU BAĞLANTI PARÇALARI | PIPE FITTINGS

  BOYUNLU FLANŞ BOYUNLU FLANŞ SERBEST BOYUNLU DİŞLİ BOYUNLU FLANŞ
  NECKED FLANGE NECKED FLANGE FREE FLANGE SCREWED NECKED
  DIN 2633/2635 EN 1092-1 EN 1092-1 FLANGE
  FORM C Typ 1 EN 1092-1 Typ 02 DIN 2566

1.4301* 304  PN 10: DN 200/219,1 - PN 10: DN 200/219,1 -
   DN 400/406,4 DN 500/508
   PN 16: DN 50/60,3 - PN 16: DN 50/60,3 -
   DN 150/168,3 DN 150/168,3
   PN 40: DN 15/21,3- PN 40: 15/21,3-
   DN 40/48,3 DN 40/48,3

1.4462** UNS PN 16: DN 15/21,3- PN 16: DN 50/60,3-
Dupleks S31803 DN 200/219,1 DN 200/219,1
  PN 40: DN 15/21,3 - PN 40: DN 15/21,3-
  DN 40/48,3 DN 40/48,3

1.4539** UNS PN 16: DN 15/21,3- PN 16: DN 50/60,3-
 N08904 DN 200/219,1 DN 200/219,1
  PN 40: DN 15/21,3- PN 40: DN 15/21,3-
  DN 40/48,3 DN 40/48,3

1.4541** 321  PN 10: DN 200/219,1- PN 10: DN 200/219,1-
   DN 400/406,4 DN 500/508
   PN 16: DN 50/60,3- PN 16: DN 50/60,3-
   DN 200/219,1 DN 150/168,3
   PN 40: DN 15/21,3- PN 40: DN 15/21,3-
   DN 40/48,3 DN 40/48,3

1.4571** 316Ti PN 16: DN 10/17,2- PN 10: DN 200/219,1 PN 10: DN 200/219,1- DN 15-100
  DN 150/159,0 DN 500/508,0 DN 400/406,4 1/2” - 4”
   PN 16: DN 50/60,3- PN 16: DN 50/60,3-
   DN 250/273,0 DN 150/168,3
   PN 40: DN 10/17,2- PN 40: DN 10/17,2-
   DN 200/219,1 DN 40/48,3

  DÜZ FLANŞLAR KÖR FLANŞLAR KÖR FLANŞLAR KAYNAK BOYUNLU YAKA  
  SLIP-ON FLANGE BLIND FLANGE BLIND FLANGE WELDING NECK FLANGE 
  EN 1092-1 EN 1092-1 DIN 2527 DIN 2642
  Typ 01 Typ 05/A FORM B BENZER SIMILLER

1.4301* 304 PN 10: DN 200/219,1-
  DN 500/508,0
  PN 16: 50/60,3-
  DN 150/168,3
  PN 40: DN 15/21,3-
  DN 40/48,3

1.4462** UNS  PN 16: DN 65 PN 16:
Dupleks S31803  DN 200 DN 15-
   PN 40: DN 15- DN 200
   DN 40

1.4539** UNS  PN 16: DN 50- PN 16: 26,9 x 3,0 -
 N08904  DN 200 DN 15- 323,9 x 3,0
   PN 40: DN 15- DN 200
   DN 40

1.4541** 321  PN 10: DN 200-  17,2 x 1,8 -
   DN 300  508,0 x 4,0
   PN 16: DN 50-
   DN 200
   PN 40: DN 15-
   DN 40

1.4571** 316Ti PN 10: DN 200/219,1- PN 10: DN 200- PN 16: 17,2 x 2,0-
  DN 500/508,0 DN 300 DN 10 - 609,6 x 4,0
  PN 16: DN 50/60,3- PN 16: DN 50- DN 300
  DN 150/168,3 DN 200 
  PN 40: DN 15/21,3- PN 40: DN 15-
  DN 40/48,3 DN 65

1.4404* 316 

BOYUNLU - SERBEST - DİŞLİ BOYUNLU FLANŞLAR | NECKED - FREE - SCREWED NECKED FLANGES

DÜZ - KÖR - KAYNAK BOYUNLU YAKA FLANŞLAR | SLIP-ON - BLIND -  WELDING NECK FLANGES

 AISI/
W.-Nr. UNS

 AISI/
W.-Nr. UNS



25X8

1 2 4.000 4,00 4,80 5,76

1,5 2,5 7.500 3,20 3,85 4,62

2 3 12.300 2,60 3,20 3,84

30X13

1 2 2.500 6,50 7,80 9,36

1,5 2,5 4.600 5,20 6,20 7,44

2 3 7.400 4,30 5,20 6,24

3 4 14.500 3,20 3,90 4,68

40X14

1 2 2.300 7,00 8,40 10,08

1,5 2,5 4.300 5,60 6,70 8,04

2 3 7.000 4,60 5,60 6,72

3 4 13.750 3,50 4,20 5,04

50X18

1,5 2,5 3.300 7,20 8,60 10,32

2 3 5.300 6,00 7,20 8,64

3 4 10.600 4,50 5,40 6,48

4 5 17.700 3,60 4,30 5,16

62X26 2 3 3.700 8,60 10,40 12,48

62X26
3 4 7.300 6,50 7,80 9,36

4 5 12.300 5,20 6,20 7,44

62X26
3 7 12.900 3,70 4,40 5,28

4 7 17.300 3,70 4,40 5,28

76X31 2 2,5 2.600 12,40 14,80 17,76

76X31
3 4 6.200 7,70 9,30 11,16

4 5 10.200 6,20 7,40 8,88

94X38 2 3 2.500 12,60 15,20 18,24

94X38
3 4 5.000 9,50 11,40 13,68

4 5 8.400 7,60 9,10 10,92

111X46
3 4 4.100 11,50 13,80 16,56

4 5 6.900 9,20 11,00 13,20

135X50
3 5 4.800 10,00 12,00 14,40

4 5 6.400 10,00 12,00 14,40

107X33 3 4 5.800 8,20 9,90 11,88

203X80 3 6 4.000 12,00 14,40 17,28

BAKLAVA
ÖLÇÜSÜ

DIAMOND
 SIZE

L X B (mm)

SAC
KALINLIĞI

SHEET 
THICKNESS

S (mm)

HAT
LINE        

H (mm)                             

TAKRİBİ 
AĞIRLIK

APX WEIGHT
(m2/Kg)

TAHMİNİ GENİŞLEME ORANI
ESTIMATED EXTEUTION RATIO

EN
100 cm

EN 
125 cm

EN
150 cm

GENİŞLETİLMİŞ SAC | EXTENDED SHEET
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